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Figure 1 Overall view Rotating trestle Star

	Description
	Rotating Trestle Star

	Machine/ serial number
	

	Manufacturing year
	

	Lifting capacity [kg]
	750 kg

	Net weight [kg]
	75 kg

	Width
	660 mm

	Height
	650 mm

	Length
	670 mm
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1 Contact
For any questions and orders please contact the WEHA-Ludwig Werwein GmbH or directly the producer:

	In Germany
	
	In Austria
	
	

	WEHA-Ludwig Werwein GmbH
	
	WEHA Steinbearbeitungsmaschi-nenvertriebsgesellschaft m. b. H.
	
	

	Wikingerstr. 15

86343 Königsbrunn / Augsburg
	
	
	
	

	
	
	Lange Gasse 17
	
	

	
	
	A-1080 Wien
	
	http://www.weha.com

	
	
	
	
	

	Phone: +49 (0) 8231 / 60 07-0
	
	Phone: +49 (0) 1 / 40 39 340
	
	

	Fax: +49 (0) 8231 / 60 07-148
	
	Fax: +49 (0) 1 / 40 88 762
	
	

	E-Mail: info@weha.com
	
	E-Mail: office.weha@aon.at
	
	

	
	
	
	
	


2 Declaration of conformity
	EG-Conformity declaration
EWG No.  89/392/EWG

(EN 292)



	Manufacturer:
	WEHA Sp. z o. o.

Ul.Armii Krajowej 31

Pl-58150 Strzegom

Phone: 0048 / 76 / 87 03 - 700

Fax: 0048 / 76 / 87 03 - 046


	Type of machine:
Rotating trestle Star
Field of application: Placing, lifting, and dealing with slabs of stone          of natural stone and concrete 

Serial number:



	Signature:
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Mister Lukasik

	Hereby we certify that the above-mentioned machine corresponds to the requirements of the above guideline.




3 Symbol and warning instructions 

3.1 Warning instructions on the Rotating trestle Star
The following warning symbols can occur on the machine:

	


	
	This symbol points out the availability of the operating instructions and warns the operator to read these instructions before the installation or the commissioning of the machine. 
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	This warning sign binds the user of the machine to wear and to use safety shoes, safety gloves and a safety cap.


3.2 Symbols in the operating instructions 

The following symbols can occur in the operating instructions:
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	This exclamation mark, framed in an equilateral triangle, draws attention to a very important information and recommends the operator to read and follow it with particular attention. The user must pay particular attention to this note.
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	          Obligation to recycle waste materials into the production process to help safeguard the natural resources and

          safe the environment.                       
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	Marking of switches, articles, etc. in the Figures of this operating manual. The first number begins with the letter A, for the marking (e.g., article D) and the second number is the current numbering of the Figure (e.g., Figure 6.2) within a section e.g., 6.1 Inspection. The marking always refers to the accompanying or following description; otherwise, the description refers to a marking in another Figure.


4 Regulations for the use of the Rotating Trestle Star
Please pay attention to the information about the use of the machine.
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	Attention: danger of injury!

The inappropriate use leads to personal injuries and damage of materials!
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The machine is especially conceived for one or several application fields. 

The following chapters explain the possible applications and the dangers during the use.

4.1 Field of application for the Rotating Trestle Star
You’ve bought a quality product of WEHA-Ludwig Werwein GmbH.

The Rotating Trestle Star is a device to facilitate the setting and processing of stone slabs and making you work with it in an easy way.

Please not the following characteristics:

· Safe and easy setting and processing of the stone slab

· Varnished surface

· Robust construction

4.2 Inappropriate use

The Rotating Trestle Star exclusively serves to set, to process and to work on stone slabs up to a maximum weight of 750 kg.
Only use the Rotating Trestle Star exclusively for the appropriate uses and dispense with means which might damage the metal or single assembly groups!

· The Rotating Trestle Star is designed especially and completely for the application fields.

· Use only stone slabs up to a maximum weight of 750 kg.

· Stone slabs must be put in the middle of the Rotating Trestle.

· The Rotating Trestle must not be moved faster than 4 kilometers per hour.

· Never stay under moving loads!

4.3 Safety regulation
· Please read thoroughly these operating instructions before using the Rotating Trestle Star!
· Keep the operating instructions carefully in the proximity of the Rotating Trestle Star, for a future reference when in doubt!

· Unconventional changes or installing of additional devices will lead to the cancellation of any liability by the dealer or manufacturer!

· Remove all articles from the work area, which can be a possible source of danger!

· Only authorized persons may use the Rotating Trestle Star. Each user must have read and understood this documentation!

· Before each use check the basic parts and welding seams for damages! In case of defects don’t use the Rotating Trestle Star; the use by unauthorized persons must be prevented by suitable measures!

· Make sure that the ground in the work area is solid and is not liable to subsidence!

· Take care that the ground you are using the Rotating Trestle Star on is even and horizontal!

· The Rotating Trestle Star must not be moved faster than 4 kilometers per hour.

· The Rotating Trestle Star may only be used to lift stone slabs of natural or concrete stones!

· The Rotating Trestle Star may only be used in an ambient temperature between +5° C and +30°C. Furthermore, the Rotating Trestle’s wheels may not get into contact with aggressive media, e.g., solvents.

· The max. load capacity of the Rotating Trestle Star is 750 kg
· While working on the stone slab the Rotating Trestle’s three steering wheels must be moved to the outside to maximize the Rotating Trestle’s stability!

· Stone slabs must be put in the middle of the Rotating Trestle!

· Concerning the shaping of big stone slabs along the edge outside the working plate it may only be executed cautiously because the big working forces might make the slab stone fall down the Rotating Trestle or even break the stone!

· Never walk under moving load!

· Keep the working area clean and provide sufficient lighting!

· While operating on the Rotating Trestle Star always wear the appropriate protective clothing, according to the valid rules for the prevention of accidents!

· E. g.: Working gloves and working shoes according to the accident prevention rules!

· Use work pieces exclusively appropriate to the machine-like stone slabs without any cracks!

· Take care that no one’s near the tool while you are working with it to exclude an endangerment of anyone else. Check whether all parts are assembled correctly!

· If there is damage to the tool or any other malfunction get immediately into contact with the trading or producing company!

· Protect the machine against the weather, e.g., rain, sun, humidity etc.!

· In case of irreparable damage or other reasons, which prevent the long-term use of the machine, stop its operation, by making the machine unusable thus making sure that there’s no danger to other people!

·  If disposing of the machine or parts thereof, dismantle and separate the different materials, which can then be disposed of to be recycled!

4.4 Machine identification plate

	The identification plate informs about the origin, identity as well as year of construction and, if necessary, about the maximum carrying capacity.
By the supply, please compare the identification plate with the data on the first side of the operating instructions. If the data differ from each other, please contact immediately the dealer or the manufacturer.
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5 Assembly

Please read the information in this chapter very carefully and adhere most strictly to them. The producer or the WEHA-Ludwig Werwein GmbH are not responsible for damages caused by not taking care of these instructions.

.
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	Each damage caused by wrong assembly and or wrong operation is excluded from the producer’s or the trader’s warranty obligation!
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5.1 Remove of the transportation package

Usually, the Rotating Trestle Star is delivered to you packed in a cardboard box. 

Before unpacking, please control the attached delivery note with the supplied articles!

Remove of the transportation package: 

· Release the adhesive strips and/or the strapping belts and unpacks the contents carefully!

· Be careful during the unpacking of the Rotating Trestle Star, to prevent it from damages!

· Strong breaking of the construction units of the Rotating Trestle Star on sharp edges can damage the surface protection and other construction units!

· Dispose of the packing wastes according to the local guidelines and supply these to the material cycle!
5.2 Scope of supply

Before beginning the assembly, please control the scope of supply, if all necessary parts are available. If the scope of supply is not complete, please immediately contact the dealer or manufacturer.
To the scope of supply belong:

· 1 x Operating instructions 

· 1 x Rotating Trestle Star complete

5.3 Instructions for the assembly

The Rotating Trestle Star is delivered already assembled. The assembly of the individual parts is thus not necessary.
6 Operating Instructions for the Rotating Trestle Star
The aim of this chapter is to let you know the working means. Consider the operating instructions in every detail, to be able to use the Rotating Trestle Star in the best way! 

Check to see whether sharp edged articles do not damage the protective layer of the metal parts!
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	The dealer and/or manufacturer is not liable for any defects caused by incorrect assembly and use!
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Please follow absolutely the safety regulations in chapter 4.3
6.1 Moving and adjusting of the Rotating Trestle Star
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	Attention danger!

The Rotating Trestle Star may only be put into action on an even and horizontal ground!
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· The Rotating Trestle Star may only be put into action on an even and horizontal ground, otherwise the stone slab might fall off the Rotating Trestle.

· Take care that all four wheels of the Rotating Trestle Star are in contact with the floor to avoid having an unbalanced load.

	· First, you must arrest the two arresting devices [A1] of the Rotating Trestle Star, by putting down the push button [B1].

· Now the Rotating Trestle Star must be adjusted to the right working level according to the thickness of the stone slab. First, unlock the set screw [C1] by turning it left.

· To lift the working plate [D1] turn it left. To lower it, turn it right.
· When you have adjusted the working height, the screw [C1] must be locked by turning it right.
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Attention! Danger!  The Rotating Trestle Star may only be used on an even and horizontal ground having enough loading capacity. The Rotating Trestle Star placed on an uneven ground might turn over!

· To move the Rotating Trestle Star, unlock the two arresting devices [A1] by folding up the push buttons [B1].

· Now move the Rotating Trestle Star to the desired place. Then lock the two arresting devices [A1].
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Attention! Danger! The two steering wheels [A1] must be orientated outside to improve the Rotating Trestle Stars stability!!
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Figure 5.1 – Rotating trestle Star

	
	


6.2 Moving and adjusting the stone slab
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	Attention! Danger! The stone slab must be put in the middle of the Rotating Trestle Star, otherwise it might fall or slip down!
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· First, check whether the two arresting devices [Figure 5.1; A1] of the Rotating Trestle Star are arrested and whether the locking screw [Figure 5.1; C1] is locked.

· The locking screw [Figure 5.1; C1] serves as a clamp so that the support surface does not rotate during machining. If the next work step makes it necessary, simply loosen the locking screw briefly and turn the support surface accordingly.
· Check whether the two steering wheels [Figure 5.1; D1] of the Rotating Star are turned to the outside as you can see in Figure 5.1.

· Put the stone slab centered on the Rotating trestle Star.
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	Attention! Danger!

If you don’t use the trestle, the two steering wheels of the Rotating Trestle Star must be orientated outside to improve the Rotating Trestle’s stability!
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	Attention! Danger!

The ground bearing capacity must be enough to prevent a single sided sinking in or also to prevent overturning!
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· While working on the stone slab you should take care that the applied force is directed into the direction of the Rotating Trestle Star.

· The processing of the edge on big stone slabs (outside the bearing surface) may only be executed very carefully. Otherwise, the stone slab can fall or break!

7 Maintenance and inspection
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	Only the person, who have the necessary knowledge and training may implement following operations!

The producer is not liable for any damage due to nonobservance of these instructions!
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· Pay attention to the safety regulations in chapter 4.3
7.1 Maintenance of the Rotating trestle Star

The Rotating Trestle Star needs regular maintenance.

· Once a month all hinges, gudgeons and the threaded rod must be sprayed with oil to prevent corrosion and to grease all these parts.

	
	Figure 6.1 – grease the Rotating trestle


7.2 Yearly maintenance of the Rotating trestle Star
· Once a year check your Rotating Trestle Star for rusty spots, especially all welding seams.

· Remove the rust and protect these spots by putting on an anti-corrosive agent such as spray of zinc.

· Check whether all screws are tightly locked.

· Check the wood on the Rotating Trestle for damages and change it if necessary.

· Check to see whether the wheels are damaged. If they are damaged replace these.

Repairs and welding (Danger of intoxication!) may only be done by persons having 
the appropriate knowledge and abilities!

8 Spare parts
In the following chapter there is a part list for the Rotating Trestle Star.

To guarantee you a trouble-free processing please always indicate the details concerning the spare part (see the spare parts list), as quantity of spare parts, name of the spare part, article number and if necessary, the abbreviation.

	Pos.
	Qty.
	Description
	Component number

	1
	1
	Basic frame of the Rotating trestle
	

	2
	2
	Strip of hardwood 500 x 50 x 30 mm
	Art. Nr. 104586

	3
	2
	Fixed castor of the rotating trestle
	Art. Nr. 104587

	4
	2
	Swivel castor of the rotating trestle
	Art. Nr. 104588
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